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Brief Description： 

With professional structure design, our Category 6 utp patch panels are extremely durable for punching 

down strongly. With 110 and Krone dual type IDC design, accepts 110 and Krone type punch down tools, 

and 23-26AWG solid and stranded UTP cables. Writable & erasable marking surfaces for each port on the 

front panel for efficient system management. 

Feature： 

1.Meeting the ANSI/TIA-568-C.2 Category 6, ISO/IEC 11801 ED.2 and EN 50173-1 specifications. 

2.Supports T568 A&B wiring & easy installation. 

3.IDC Connector can accept 23-26 AWG solid and stranded cables. 

4.Interoperable and backward compatible to Category 5e, 5 or 3. 

5.Offers total solution of your Local Networking Area. 

6.All versions can be mounted on 19” EIA racks.  

Standards Compliance： 

ANSI/TIA-568-C.2 Category 6  

ISO / IEC 11801 ED.2 

EN 50173-1  

Application： 

10BASE-T Ethernet 

100BASE-TX Fast Ethernet 

1000BASE-TX Fast Ethernet 

Analog voice and digital voice (VoIP) Analog (broadband, baseband) and Digital video. 



Ordering Information: 

Part No. Description Unit  Wiring 

SCF-24UTP6 Cat.6 180°Unshielded Patch Panel, 110 Type IDC,6/24 Ports  1U T568A/B 
   

 

        

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
CDNET is a Coel Distribution brand name 
 


